
description

The 10,000psi  IHPU can be used for numerous Subsea applications including 
pressure testing, BOP operation, fluid transfer and hot stab operations with the 
capability of directional control ranging from 1,150–10,000psi which can be 
operated proportionally.

Connection can be made to any sized fluid reservoir and operate using Water/ 
Glycol and Hydraulic mineral oils as suitable fluid media.

everything remotely possible™

10,000psi  IHPU
Pumping & Injection Systems.

FEATURES

Isolated Hydraulic Power Unit

Directional Control

690 bar (10,000psi) max output



10,000psi  IHPU
Pumping & Injection Systems.

everything remotely possible™

What’s in the box

10kpsi IHPU

Operational hoses

Operation & Maintenance Manual

Datasheet #A001-350-181 issue 1

210Bar (3,000psi)
40LPM (9GPM)
690 Bar (10,000PSI)
9LPM (2GPM)
Water / Glycol
Hydraulic / Mineral Oils

10,000psi IHPU
Spares Kit

part numbers & options

SRTS-036	
SRTS-036-S	
	
	
	
	
	
	
	
	

specifications

Max Input Pressure	
Max Input Flow
Max Output Pressure	
Max Output Flow	
Fluids	
	
	
	
	
	

The specification details are illustrative for marketing purposes only. Actual equipment may be different as a result of product improvement or other 
reasons. Specific interface and performance information should be reconfirmed at time of order placement.
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