Seal Welded Valves
S1, S2, SX, S5 Series
Pressure Range
1000-5000 PSI WOG
Sizes ¼" - 4"

SB, S3, S6, S10 Series
ASME Compliant
Pressure Range Class
900-4500 PSI WOG
Sizes ¼" - 2"

Three Piece Design Ball Valves
M2/ ASME Compliant
CLASS 800
Sizes ¼" - 2.5"

UU
3000 PSI WOG
Sizes ¼" - 2"

Multi-Piece Ball Valves
TB Series
ASME Compliant
CLASS 900
Sizes ¼" - 2"

G3 Series
ASME Compliant
CLASS 1500
Sizes ¼" - 2"

Unibody Design Ball Valves
12 Series
2000 PSI WOG
Sizes ¼" - 2"

10 Series
2000 PSI WOG
Sizes ¼" - 2"

Two-Piece Ball Valves
20 CC & CS Series
2000 PSI WOG
Sizes ¼"-2"

23-CS Series
3000 PSI WOG
Sizes ¼" – 1"

Flanged Valves
F1 Series
ASME Compliant
CLASS 150-300
Sizes ¼" - 6"

F2 Series
ASME Compliant
CLASS 150-300
Sizes 1" - 10"

Butterfly Valves
BFV-T Series
200 PSI WOG
Sizes 2" - 4"

BFV-C Series
200 PSI WOG
Sizes 2” - 12"

BFV-A Series
200 PSI WOG
Sizes 2” - 12"
Quadrant Valve & Actuator

API 641 Fugitive Emissions Certified Valve Series

<table>
<thead>
<tr>
<th>Product Line</th>
<th>Size Range (Inches)</th>
<th>Pressure Rating PSI (-20 to 100°F)</th>
</tr>
</thead>
<tbody>
<tr>
<td>12 Series</td>
<td>¼ - 2</td>
<td>2000</td>
</tr>
<tr>
<td>SB Series</td>
<td>¼ - 2</td>
<td>Class 900</td>
</tr>
<tr>
<td>S3 Series</td>
<td>¼ - 2</td>
<td>Class 1500</td>
</tr>
<tr>
<td>S5 Series</td>
<td>¼ - 2</td>
<td>5000</td>
</tr>
<tr>
<td>TB Series</td>
<td>¼ - 2</td>
<td>Class 900</td>
</tr>
<tr>
<td>M2 Series</td>
<td>½ - 2 ½</td>
<td>Class 800</td>
</tr>
<tr>
<td>F1 Series</td>
<td>½ - 6</td>
<td>Class 150 - 300</td>
</tr>
<tr>
<td>F2 Series</td>
<td>½ - 10</td>
<td>Class 150 - 600</td>
</tr>
</tbody>
</table>

Operator & Actuation Packages

- Gear Operator
- Electric Actuator
- Pneumatic Actuator

NDE Services

- Pressure Testing up to 16,000 PSI
- PMI ANALYSIS with an XRF Analyzer (No marks or material removed from the specimen)

Tagging Services

- Stainless Tag
- Vinyl Tag

The specification details are illustrative for marketing purposes only. Actual equipment may be different as a result of product improvement or other reasons. Specific interface and performance information should be reconfirmed at time of order placement.